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SPECIFICATION

Processor Intel Xeon E3-1220v6 (3.0 GHz)

Chipset Intel C323

Operating memory 1x 8 GB DIMM DDR4 ECC

Hard drive 1x 240 GB SSD

Graphic layout Aspeed AST2400

Network 2x Intel i210 AT Gigabit LAN

Ports 2 x USB 2.0  /  2 x USB 3.0  /  1 x PS / 2

Dimensions 65 x 482 x 314 mm

Operating system Linux

CHARACTERISTICS

 » Providing a graphical interface to the initial configuration

 » Assigning the “Hunting group” in the VES SIP Gateway 
of the loudspeaker zones programmed in the Selector 
MULTIVES / miniVES software

 » Assigning a telephone number / DTMF code to the “Hunting 
group” – functionality by simple Graphical interface

 » Assign an access code to the “Hunting group”. 
The code will be provided via the DTMF code

 » Ability to register to a SIP operator and 3rd party IP PBX systems

 » Ability to call via SIP registration or directly after the IP address 
(in the same network)

 » Connection setup with VES systems via SMS protocol

 » Voice transmission with VES systems via the RTP protocol

 » 16 simultaneous connections to the VES SIP Gateway

 » The basic supported codecs are G.711u and G.711A

 » Manage network settings via the GUI interface
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End users can use VoIP phone, PC or SIP softphone to realize talking with visitors and monitoring remotely.


